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DISPLAY and Screw Down Crown/Pushhuttons 1.

BEZEL with Compass CHRONOGRAPH HANDS
Markings
3.3° marker 12 hour counter
10° marker 60 minute counter
. 60 second counter
10° marker

A Pushbutton:
A" START/STOP

Screwed Down  Setting & Timing Positions

N
1/10 second counter
4 e
mg -« Setting crown
<
n Date indicator
S
W Pushbutton:
10 20 - -
Screw Down Crown and Pushbuttons & AT O\ B Split-Time /
& Reset to Zero
a. Push in and turn Crown clockwise until tight.
Turn Pushbuttons clockwise until tight when not using. Minute hand
Pushbuttons do not require pushing in to screw down.
b. Turn Crown counterclockwise until you no longer feel Second hand
the threads gripping; Crown can now be pulled out. H hand
Unscrew Pushbuttons to use CHRONOGRAPH until light resistance is felt. our han
WARNING: Crown should be locked down in position 1 at all times, use position 2 & 3 for
adjustments only. Do not operate pushbuttons under water! WATCH HANDS

NOTE - Failure to screw down Crown and Pushbuttons to resist moisture will void your warranty



Setting Date and Time Zone

Setting crown in position 2
moves only the hour hand

Date changes each time
hour hand passes midnight
(24:00 hours)



Setting TIME 3.

Setting Crown in position 3

Stops Second Hand

and adjusts both hour
and minute hands*
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Date changes each time
hour hand passes midnight
(24:00 hours)

*Note - For precise setting of time, it is recommended to adjust the minute hand past the
required time and turn backwards to the desired minute.



Resetting Chronograph Hands to Zero 4,

The chronograph hands can be set at zero or another time zone.

Set the 12 [hour counter at 0

Set the 60 secoend counter at 0

NOTE:
Do not keep setting crown in

position 2 for more than 20 minutes
Setting (time could be lost).
crown

When crown is pulled out to

position 3, movement will stop
immediately; second hand stops.

Set the 41/10 secomne counter at 0

Set the B0 minut® counter at 0

Note: Press PUSHBUTTONS longer than 1 second to advance hands quickly



Timing Mode - Simple Chronograph Function 5.

START @) WARNING:

k STOP 9 Before each time is taken,
the hands should be returned

to their original position.
Setting crown in

position 1 If necessary reset to zero
with pushbutton B

Reset to

Zero (3) @ to © order of functions

ADD FUNCTION: Order in which pushbuttons should be pressed.

| O 6 6 O - =
A START STOP START STOP B
Read Read

0 Reset to zero






